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غاز طبيعى 

٢٠ مللي بار

يدوي

بدون مدخنة

طريقة التحكم

نوع تصريف العادم

شرارة أتوماتيكية مستمرة عن طريق التحكم في الماءنظام الاشتعال

 الابعاد
٣٦٠ X ٣١٠ X ١٢٠(إرتفاع × عرض × عمق)

خاصية استخدام الشاحن
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 الطاقة

نعملا 
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ضغط التشغيل للمياه (بار)

 السعة اللترية
"∆T=25Oc"

٠٫٣ - ٨ بار

١٢ كيلو واتمتوسط الحمل الحرارى
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مثل المناور، البلكونات والأسطح

 Multi Power عند تركيب شاحن فى موديلات
ينبغى حماية مصدر الكهرباء "الفيشة" من بخار الماء وقطرات المياة

 عن طريق وضع مصدر الكهرباء " الفيشة " فى علبة بلاستيكية

مثل الحمام



ملحوظة : يجب تثبيت هذا الجهاز فقط داخل غرف ذات

تهوية جيدة يُحظر تثبيت سخان الماء الذي يعمل بالغاز

من نوع التصريف الطبيعي في غرفة ذات ظروف تهوية

سيئة  "مثل الحمامات". 



 تحذير: بعد التركيب ، تحقق من وصلة الغاز بالصابون بحثاً عن أي تسريب ، واستخدام  الجهاز

           فقط عندما  لا يكون هناك تسريب. 

  تحذير: يجب أن تكون توصلات الماء. والغاز وتوصيلات المياه المرنة فولاذية أو مطاطية

            و يجب أن يتحمل خرطوم المياه الساخنة درجة الحرارة العالية 

            و يجب أن يكون أنبوب الغاز مقاوماً للغاز وضد التآكل وألا يزيد طوله عن ١٫٥ متر. 

 تحذير: يجب أن يقوم بهذه العملية فنيون معتمدون من شركة الغاز الطبيعي

او قم بتوصيل الشاحن فى الموديلات المعدة لذلك.



٣.     يمكن إستخدام الشاحن او الباور بانك أو البطاريات 
     GH-MP6SN-W  فى موديل        

بقيمة ٥ فولت و ١ امبير 



٣.     تجنب التوصيلات الكهربائية الخطأ فى الموديلات التى تستخدم شاحن

 ملحوظة: الشركة غير مسئوله عن أى تخزين خاطئ للسخان



یجب أن یقوم بالتركیب متخصصون فنیون من مركز صیانة معتمدة



١٢

 ۱- قم بفحص البطاریاتعدم حدوث تكتكة الاشعال
۲- قم بفحص لمبة بوردة الشاحن

" Multi Power خاص بمودیلات" 

۱- قم باستبدال البطاریات
۲- اللمبة مضیئة : اتصل بخدمة العملاء

 اللمبة غیر مضیئة : جرب استخدام شاحن اخر في حالة
استمرار المشكلة اتصل بخدمة العملاء      











There is no Spark 1- Check the Batteries
2- Check the LED in MP PCB
     Related to MP models.

1- Change the Batteries
2- if it is on: call Customer Service.
     If it is off: Try using another charger if the 
     problems continues call customer service.





3.     Avoid Wrong Electrical Connections in Plug in 
        Multi Power Models

Caution: Company is not responsible about any wrong 
storage for the water heater

Installation should be carried out by Service 
center technician authorized professionals



3.   You can use charger , power bank or
      batteries in multi power. 

GH-MP6SN - With voltage 5 V & 1A



2.

3.



WARNING! This appliance must be installed 
only outside or in a good ventilated room.
It is prohibited to install natural discharge 
type gas water heater in a room with poor 
ventilation condition "ex bathrooms"

WARNING: After installation , check the gas connection with soap foam for leakage 
use the appliance only when leakage free.

WARNING: AWater , gas and hot water flexible connection cloud be steel or rubber made 
hot water hose must withstand high temperature , and gas tube must be oil-proof 
anti corrosion and not more then 1.5 meters long.

WARNING: This procedures must be done by authorized natural gas company technicians.



Ex." Balconies - Roofs "

In case of installing charger in multi power 
models it is preferred to protect the plug from 
water droplets and vapor by installing a plastic 
protective case.

Heater

Ex." Bathroom"
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Related Thermal Load

Flow Rate "∆T=25Oc"

Applicable water pressure (Bar)

Model GH-6SN-W GH-6SN-S GH-MP6SN-W GH-MP6SN-S

Gas Type 

Related Gas Pressure

Control Mode

Exhaust Type 

Ignition Mode

Dimensions (H×W×D)

Net Weight

White WhiteSilver SilverColor

Water Inlet 

Gas Inlet 

Water OutletConnections

NO YesMulti-Power  Function 

Type

Size

Quantity-(MP)

Rated Voltage-(MP)

Power 
Source

Battery & Charger

 2 - (1)

1.5 - (5)

Battery

2

D

1.5

0.3 - 8 Bar 

6 l/min

12 kW

360 X 310 X 120

4.75 Kg

NG

20 mbar

Manual

No Flue Type

Water Control Automatic Continuous Pulse Ignition

1/2 G

1/2 G

1/2 G



Charger 5V

NG Gas Inlet

7.
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10.

11.

12.
13.
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